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SCHEDA TECNICA
n. EXT/vd/03

Il prodotto

Composizione Resine silossaniche in dispersione acquosa, cariche coprenti, pig-
menti a base di biossido di titanio, pigmenti organici ed inorganici, 
preservanti e additivi atti a facilitare l’applicazione e la filmazione

Peso specifico 1,2 kg/l ±3% (Base P)

pH 8 ÷ 10

Viscosità 3.500 ±5% CPS Brookfield (RVT 20 giri/min. a 25°C)

Temperatura di stoccaggio +2°C ÷ +36°C. Teme il gelo

Reazione al fuoco • Negativa se il prodotto è applicato su fondi ininfiammabili
• materiale all’acqua con spessore inferiore a 0,600mm secchi

Assorbimento d’acqua W24 0,09kg/m².h0,5 DIN 52 617 (limite max consentito 0,5kg/m².h0,5 
DIN 52 617)

Permeabilità al vapore
acqueo Sd

0,23m (limite max consentito 2m DIN 52 615)

Resistenza al lavaggio conforme alla norma DIN 53 778, resistenza ad almeno 1.000 cicli 
abrasivi

Resistenza all’ abrasione conforme alla norma DIN 53 778, resistenza a più di 5.000 cicli 
abrasivi

Limite di emissione di 
Composti Organici Volatili 
(VOC), secondo Direttiva 
2004/42/CE

• Classe di appartenenza: A/I
• VOC: 25g/l (massimo)
• Limite Fase I (dal 1.1.2007): 300g/l
• Limite Fase II (dal 1.1.2010): 200g/l

Colori Tinte di cartella 

Confezioni Litri 1 – 4 – 14 

Modalità di Applicazione
L’applicazione varia in funzione dell’effetto che si 
vuole ottenere:
•  Effetto nuvolato: stendere VELDECOR con un 

pennello, quindi lavorarlo, ancora bagnato, con 
Spugna o Guanto by OIKOS. 

•  Effetto antico: stendere una minima quantità di 
VELDECOR con un pennello a setole corte, in-
crociando le pennellate. Su entrambe le lavora-
zioni, è possibile applicare una seconda mano 
di prodotto dopo circa 6 ÷ 8 ore.

Campi d’Impiego
Come decorazione ad effetto “velatura” su pitture 
in pareti esterne ed interne.

Preparazione dei Supporti
I supporti consigliati per esterno ed interno sono 
DECORSIL ROMA, FIRENZE, COLOR FINISH, 
ARCHITAL, NEOQUARZ e ELASTRONG PAINT 
GUM by OIKOS. I supporti consigliati solo per in-
terno sono ULTRASATEN OPACO, MULTIFUND, 
EXTRAPAINT o KREOS by OIKOS. 

Qualità Tecniche
VELDECOR by OIKOS è una pittura silossanica 
semicoprente, studiata per la realizzazione di ve-
lature decorative per esterni e interni. Lavorando 
il prodotto con pennello, Spugna marina o Guanto 
by OIKOS è possibile riprodurre le lavorazioni degli 
antichi intonaci dai pregevoli effetti estetici. Que-
sta sua peculiarità unita alle speciali caratteristiche 
compositive rendono VELDECOR particolarmente 
indicato per le decorazioni e le ristrutturazioni di 
centri storici ed edifici di pregio. VELDECOR è il 
prodotto di finitura per: DECORSIL ROMA, FIREN-
ZE, COLOR FINISH, ARCHITAL, NEOQUARZ e 
ELASTRONG PAINT GUM by OIKOS, con i quali 
assicura ai supporti un’eccezionale impermeabilità 
all’acqua piovana e un’elevata permeabilità al va-
pore, prevenendo la formazione di muffe ed alghe. 
Nel caso sia necessaria una maggiore prevenzione 
nei confronti di alghe e muffe si consiglia di aggiun-
gere al prodotto l’apposito additivo sanitizzante 
STERYLPLUS Con basso odore, non infiammabi-
le, amico dell’uomo e dell’ambiente.

PITTURA SILOSSANICA
PER VELATURE DECORATIVE

L’applicazione

Diluizione Pronto all’uso, max 10% con acqua potabile

Resa 15 ÷ 20mq/l in rapporto alla natura del supporto

Strumenti d’impiego Pennello, Spugna marina o Guanto by OIKOS

Fondi In esterno e interno DECORSIL ROMA, FIRENZE, COLOR FINISH, 
ARCHITAL, NEOQUARZ e ELASTRONG PAINT GUM by OIKOS,
Solo in interni ULTRASATEN OPACO, MULTIFUND, EXTRAPAINT 
o KREOS by OIKOS

Temperatura di applicazione +5°C ÷ +36°C (con umidità relativa non superiore a 80%)

Tempo di essiccazione al tatto 1 ÷ 2h (temperatura = 20°C con umidità relativa a 75%)

Tempo di essiccazione totale 6 ÷ 8h (temperatura = 20°C con umidità relativa a 75%)

Pulizia attrezzi Acqua

Informazioni sulla sicurezza
Il prodotto è esente da metalli pesanti quali cromo 
o piombo. Non contiene solventi tossici, aromatici, 
clorurati. Non si verificano polimerizzazioni perico-
lose. Il prodotto costituisce sostanza non perico-
losa se utilizzato in modo tecnicamente idoneo. 
Si suggeriscono le normali cautele previste per la 
manipolazione delle pitture a base acquosa. Per lo 
stoccaggio e la movimentazione non sono previsti 
particolari accorgimenti; i contenitori, i residui ed 
eventuali spargimenti, raccolti utilizzando materiali 
assorbenti inerti quali: sabbia, terra, ecc., vanno 
smaltiti in conformità alle disposizioni nazionali o 
regionali vigenti. Il trasporto deve avvenire in os-
servanza degli accordi internazionali.

La Società Oikos S.r.l. garantisce che le informazioni contenute nella presente scheda tecnica 
sono fornite al meglio delle proprie conoscenze tecniche e scientifiche. Nonostante quanto sopra 
Oikos non si assume nessuna responsabilità circa i risultati ottenuti attraverso l’impiego del proprio 
prodotto in quanto le modalità di applicazione sono al di fuori del suo controllo e/o verifica. Pertanto, 
consigliamo di verificare l’idoneità di ogni singolo prodotto al caso specifico.

Voci di Capitolato 
Dopo aver preparato il supporto applicare un pro-
dotto di finitura silossanica semicoprente del tipo 
VELDECOR by OIKOS nel rispetto delle norme 

d’applicazione, a seconda dell’effetto voluto, al 
costo di............. al m² compreso materiale e posa 
in opera, esclusi ponteggi.

TECHNICAL
DATA SHEET
n. EXT/vd/03 
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Technical qualities
VELDECOR is a semi-transparent, siloxanic paint, 
conceived to achieve decorative wash effects 
on exterior and interior walls. Working the prod-
uct by using the brush, glove or marine sponge 
by OIKOS, it is possible to achieve prestigious 
aesthetic finishes that recreate the effect of an-
cient plasters. Its special characteristics make 
VELDECOR suitable for prestige buildings and 
restoration work on old town areas. VELDECOR 
is applied as the decorative finish of the following 
products: DECORSIL ROMA, DECORSIL FIREN-
ZE, ARCHITAL, NEOQUARZ, ELASTRONG PAINT 
GUM and COLOR FINISH by OIKOS, guarantee-
ing the whole cycle exceptional water repellence 
and high vapour-permeability also preventing the 
development of mould and algae. In the event that 
an even greater level of protection against mould 
and algae is needed, it is recommended to add 
the indicated additive STERYLPLUS to the prod-
uct. It has a low odour level, is non flammable and 
is friendly to both humans and the environment.

Application method
The application method varies according to the 
desired effect: 
•  Cloud effect: apply VELDECOR by using a bru-

sh, then work on whilst still wet with a Sponge 
or Glove by OIKOS. 

•  Antique effect: apply a small amount of VEL-
DECOR by OIKOS by using a shorthaired brush 
crossing the brushstrokes. A second coat of the 
product can be applied after 6-8 hours.

Safety information
The product is free of heavy metals such as lead 
or chrome. It does not contain toxic solvents, ar-
omatics or chlorides. There is no risk of any dan-
gerous polymerisation. The product is considered 
to be a non-dangerous substance if used in the 
technically correct manner. Normal cautionary 
measures for the handling of water based paints 
are advised. No special arrangements are required 
for the storage, movement and transportation of 
the product; the containers, residue, eventual spilt 
material should be cleaned up using absorbent 
inert material such as sand, soil etc. etc. and then 
disposed of in accordance with the regional and 
national regulations in force at that time. Trans-
portation must be carried out in accordance with 
international agreements.

Specifications
After having preparing the support, apply a silox-
anic semi-transparent finish products like VELDE-
COR by OIKOS in compliance to the application 

norms according to the desired effect, cost.......... 
per m² including application and materials. Scaf-
folding not included.

Surface preparation
The recommended exterior base coats on to 
which apply VELDECOR by Oikos are: Decorsil 
Roma, Decorsil Firenze, Archital, Neoquarz, Elas-
trong Paint Gum and Color Finish by OIKOS. For 
interior surfcaces: Ultrasaten Matt, Multifund, Ex-
trapaint or Kreos by OIKOS.

Ideal use
Decorative wash effect on interior and exterior 
surfaces.

The company Oikos S.r.l guarantees, to the best of its own technical and scientific knowledge, that the 
information contained in this technical data sheet is correct. Notwithstanding that indicated above, Oikos 
takes no responsibility for the results obtained through the use of this product in as much as it is not 
possible for Oikos to check or control the application method used. For this reason, we recommend 
that you check carefully that each product chosen, is suitable for each individual use to which it is put.

SILOXANIC PAINT FOR A
DECORATIVE WASH EFFECT

The product

Composition Siloxanic resins in water dispersion, titanium dioxide, organic and 
inorganic pigments, preservatives and additives aimed at helping 
application and film formation.

Specific weight 1,2 kg/l ±3% (Base P)

pH 8 ÷ 10

Viscosity 3,500 ±5% CPS Brookfield (RVT 20 r.p.m. at 25°C)

Storage temperature +2°C ÷ +36°C. Keep from freezing

Reaction to fire None if applied on a non-flammable surface: 
water based material with a dry thickness of 0,600 mm.

Water absorption W24 0.09 kg/m².h0.5 DIN 52 617 
(max. allowed limit 0.5 kg/m².h0.5 DIN 52 617) 

Permeability to water 
vapour Sd

0.23 m (max. allowed limit 2 m DIN 52 615)

Resistance to washing In compliance to DIN 53 778, resistant at least 1,000 abrasive cir-
cles

Resistance to abrasion In compliance to DIN 53 778, resistant at least 5,000 abrasive cir-
cles

Emission limits of Volatile 
Organic Compounds 
(VOC) according to 
directive 2004/42/CE

• Classification:A/l
• VOC: 25 g/l (max)
• Limit Phase I (from 1.1.2007): 300 g/l
• Limit Phase II (from 1.1.2010): 200 g/l

Colours Shades from the colour chart

Packaging Lt 1 - 4 - 14

The application

Dilution ready to use, max 10% with drinkable water if needed 

Yield 15-20 m²/l depending to the absorption of the surface

Application tools brush, marine sponge or glove by OIKOS 

Primers Decorsil Roma, Decorsil Firenze, Archital, Neoquarz, Elastrong 
Paint Gum and Color Finish by OIKOS. In interior only: Ultrasaten 
Matt, Multifund, Extrapaint or Kreos by OIKOS.

Application temperature +5°C ÷ +36°C (with relative humidity not exceeding 80%)

Drying time until touch dry 1 ÷ 2 h (temperature = 20°C with relative humidity at 75%)

 Total drying time 6 - 8 h (temperature = 20°C with relative humidity at 75%)

Tools cleaning Water




